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standards and mileage separations ap-
plicable to the specific radio service, 
frequency pool, or category of user in-
volved is required from an applicable 
frequency coordinator. 

(f) For frequencies in the 929–930 MHz 
band listed in paragraph (b) of § 90.494: A 
statement is required from the coordi-
nator recommending the most appro-
priate frequency. 

(g) For frequencies between 1427–1432 
MHz: A statement is required from the 
coordinator recommending the most 
appropriate frequency, operating power 
and area of operation in accordance 
with the requirements of § 90.259(b). 

(h) Any recommendation submitted 
in accordance with paragraphs (a), (c), 
(d), or (e) of this section is advisory in 
character and is not an assurance that 
the Commission will grant a license for 
operation on that frequency. Therefore, 
applicants are strongly advised not to 
purchase radio equipment operating on 
specific frequencies until a valid au-
thorization has been obtained from the 
Commission. 

(i) Applications for facilities near the 
Canadian border north of line A or east 
of line C in Alaska may require coordi-
nation with the Canadian government. 
See § 1.955 of this chapter. 

(j) The following applications need 
not be accompanied by evidence of fre-
quency coordination: 

(1) Applications for frequencies below 
25 MHz. 

(2) Applications for a Federal Govern-
ment frequency. 

(3) Applications for frequencies in the 
72–76 MHz band except for mobile fre-
quencies subject to § 90.35(c)(77). 

(4) Applications for a frequency to be 
used for developmental purposes. 

(5) Applications in the Industrial/
Business Pool requesting a frequency 
designated for itinerant operations, 
and applications requesting operation 
on 154.570 MHz, 154.600 MHz, 151.820 
MHz, 151.880 MHz, and 151.940 MHz. 

(6) Applications in the Radiolocation 
Service. 

(7) [Reserved] 
(8) Applications for frequencies listed 

in the SMR tables contained in §§ 90.617 
and 90.619. 

(9) Applications indicating license as-
signments such as change in owner-
ship, control or corporate structure if 

there is no change in technical param-
eters. 

(10) Applications for mobile stations 
operating in the 470–512 MHz band, 764–
776/794–806 MHz band, or above 800 MHz 
if the frequency pair is assigned to a 
single system on an exclusive basis in 
the proposed area of operation. 

(11) Applications for add-on base sta-
tions in multiple licensed systems op-
erating in the 470–512 MHz, 764–776/794–
806 MHz band, or above 800 MHz if the 
frequency pair is assigned to a single 
system on an exclusive basis. 

(12) Applications for control stations 
operating below 470 MHz, 764–776/794–806 
MHz, or above 800 MHz and meeting the 
requirements of § 90.119(b). 

(13) Applications for itinerant oper-
ation in the 217–220 MHz band. 

(14) Except for applications for the 
frequencies set forth in §§ 90.719(c) and 
90.720, applications for frequencies in 
the 220–222 MHz band. 

(15) Applications for a state license 
under § 90.529. 

(16) Applications for narrowband low 
power channels listed for itinerant use 
in § 90.531(b)(4) 

[67 FR 41858, June 20, 2002]

§ 90.176 Coordinator notification re-
quirements on frequencies below 
512 MHz, at 764–776/794–806 MHz, 
or at 1427–1432 MHz. 

(a) Frequencies below 470 MHz. Within 
one business day of making a frequency 
recommendation, each frequency coor-
dinator must notify and provide the in-
formation indicated in paragraph (g) of 
this section to all other frequency co-
ordinators who are also certified to co-
ordinate that frequency. 

(1) The applicable frequency coordi-
nator for each frequency is specified in 
the coordinator column of the fre-
quency tables of §§ 90.20(c)(3) and 
90.35(b)(3). 

(2) For frequencies that do not speci-
fy any frequency coordinator, all cer-
tified in-pool coordinators must be no-
tified. 

(3) For frequencies that are shared 
between the Public Safety Pool and the 
Industrial/Business Pool (frequencies 
subject to §§ 90.20(d)(7), (d)(25), (d)(34), 
or (d)(46) in the Public Safety Pool, and 
subject to §§ 90.35(c)(13), (c)(25), or (d)(4) 
in the Industrial/Business Pool), all 
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certified coordinators of both pools 
must be notified. 

(b) Frequencies in the 470–512 MHz 
band. Within one business day of mak-
ing a frequency recommendation, each 
frequency coordinator must notify and 
provide the information indicated in 
paragraph (g) of this section to all 
other certified frequency coordinators 
in the Public Safety Pool and the In-
dustrial/Business Pool. 

(c) Frequencies in the 764–776/794–806 
MHz band. Within one business day of 
making a frequency recommendation, 
each frequency coordinator must no-
tify and provide the information indi-
cated in paragraph (g) of this section to 
all other certified frequency coordina-
tors in the Public Safety Pool. 

(d) Frequencies in the 1427–1432 MHz 
band. Within one business day of mak-
ing a frequency recommendation, each 
frequency coordinator must notify and 
provide the information indicated in 
paragraph (g) of this section to the 
WMTS frequency coordinator des-
ignated in § 95.113 and to all other fre-
quency coordinators who are also cer-
tified to coordinate that frequency. 

(e) Each frequency coordinator must 
also notify all other certified in-pool 
coordinators on any day that the fre-
quency coordinator does not make any 
frequency recommendations. 

(f) Notification must be made to all 
coordinators at approximately the 
same time and can be made using any 
method that ensures compliance with 
the one business day requirement. 

(g) At a minimum the following in-
formation must be included in each no-
tification: 

(1) Name of applicant; 
(2) Frequency or frequencies rec-

ommended; 
(3) Antenna locations and heights; 
(4) Effective radiated power (ERP); 
(5) Type(s) of emissions; 
(6) Description of the service area; 

and 
(7) Date and time of recommenda-

tion. 
(h) Upon request, each coordinator 

must provide any additional informa-
tion requested from another certified 
coordinator regarding a pending rec-
ommendation that it has processed but 
has not yet been granted by the Com-
mission. 

(i) It is the responsibility of each co-
ordinator to insure that its frequency 
recommendations do not conflict with 
the frequency recommendations of any 
other frequency coordinator. Should a 
conflict arise, the affected coordinators 
are jointly responsible for taking ac-
tion to resolve the conflict, up to and 
including notifying the Commission 
that an application may have to be re-
turned. 

[67 FR 41859, June 20, 2002]

EFFECTIVE DATE NOTE: At 67 FR 41859, June 
20, 2002, § 90.176 was revised. This section con-
tains information collection requirements 
and will not be effective until approved by 
the Office of Management and Budget. For 
the convenience of the reader, the superseded 
text is set forth as follows:

§ 90.176 Coordinator notification require-
ments on frequencies below 512 MHz. 

(a) Frequencies below 470 MHz. Within one 
business day of making a frequency rec-
ommendation, each frequency coordinator 
must notify and provide the information in-
dicated in paragraph (e) of this section to all 
other frequency coordinators who are also 
certified to coordinate that frequency. 

(1) The applicable frequency coordinator 
for each frequency is specified in the coordi-
nator column of the frequency tables of 
§§ 90.20(c)(3) and 90.35(b)(3). 

(2) For frequencies that do not specify any 
frequency coordinator, all certified in-pool 
coordinators must be notified. 

(3) For frequencies that are shared between 
the Public Safety Pool and the Industrial/
Business Pool (frequencies subject to 
§§ 90.20(d)(7), (d)(25), (d)(34), or (d)(46) in the 
Public Safety Pool, and subject to 
§§ 90.35(c)(13), (c)(25), or (d)(4) in the Indus-
trial/Business Pool), all certified coordina-
tors of both pools must be notified. 

(b) Frequencies in the 470–512 MHz band. 
Within one business day of making a fre-
quency recommendation, each frequency co-
ordinator must notify and provide the infor-
mation indicated in paragraph (e) of this sec-
tion to all other certified frequency coordi-
nators in the Public Safety Pool and the In-
dustrial/Business Pool. 

(c) Each frequency coordinator must also 
notify all other certified in-pool coordina-
tors on any day that the frequency coordi-
nator does not make any frequency rec-
ommendations. 

(d) Notification must be made to all coor-
dinators at approximately the same time and 
can be made using any method that ensures 
compliance with the one business day re-
quirement. 

(e) At a minimum the following informa-
tion must be included in each notification: 
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